TK-290 FINAL SEAL

Product Information Statement for LEED® New Construction (NC) Version 2.2 Credit Documentation

TK-290 FINAL SEAL is a specially formulated siloxane waterproofing treatment for previously sealed concrete. TK-290 FINAL SEAL penetrates existing sealers and curing compounds, allowing the active ingredient to chemically react with the surface and provide hydrophobicity.

**TK Products certifies the following information for TK-290 FINAL SEAL:**

**Manufacturing Location**
TK-290 FINAL SEAL is manufactured in Minnetonka, MN.

**Regional Materials**
30% by weight of TK-290 FINAL SEAL was produced with regionally extracted and processed materials.

**Recycled Content**
TK-290 FINAL SEAL is manufactured with 6% combined recycled content.

**VOC Content**
TK Products certifies that the VOC (volatile organic content) of TK-290 FINAL SEAL is 795g/l.

Based upon the above information, TK Products certifies that TK-290 FINAL SEAL may contribute to the following LEED NC v2.2 Credits:

- MR Credits 4.1 & 4.2: Recycled Content: 10% & 20% (post-consumer + ½ pre-consumer)
- MR Credits 5.1 & 5.2: Regional Materials: 10% & 20% Extracted, Processed, & Manufactured Regionally
- SS Credit 5.1: Site Development: Protect or Restore Habitat

Respectfully,

LEED Administrator
TK Products
Tel: 800-441-2129

LEED is a trade mark of the US Green Building Council